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The pictures are for reference only. Please refer to the actual product!
	Datasheet:

	Host Model
	P30H-OPS-H510

	Motherboard Version
	OPS-H510

	Chassis 
	Dimensions: 180mm*195mm*30mm; Chassis material: Metal

Option laser-engraving customized logo on the chassis; 

Option customized VESA mounting bracket.

	Cooling Type
	Mute Mini Fan

	Processor
	Support optional Intel 10th Gen Comet Lake, 11th Gen Rocket Lake LAG1200 i3, i5, i7, i9 CPU

	Chipset
	H510

	Graphics
	10th Gen CPU GPU: Integrated Intel UHD Graphics 630 Graphics in CPU;
11th Gen CPU GPU: Integrated Intel UHD Graphics 730/750.

	Memory
	1*SODIMM DDR4 Memory socket, up to 64GB RAM.

	Hard Disk
	1*SATA 3.0 interface (Support 2.5-inches SSD/HDD);  

1*MSATA (Support MSATA3.0);
1*M.2 2280 SATA interface (Option NVME signal).

	Power Supply
	DC input 12V or 19V;  DC jack: 5.5*2.5mm;  Power Consumption (Max): 110W

	Display Function
	Support single display, dual display copy / expansion.

Support dual display under SHELL.

	
	1*HDMI interface (Motherboard Side: Support 4K Display 4096/3840*2160@30Hz/60Hz);
1*DP interface (Motherboard Side: Support 4K Display 1920*1080@60Hz);

1*HDMI 2.0 interface (Daughter Side: Support 4K Display 4096/3840*2160@60Hz);
1*DP interface (Daughter Side: Support 4K Display 1920*1080@60Hz);

When the CPU is the 11th generation Intel Core i5/i7/i9, the HDMI port of the motherboard supports 4K@60Hz.

When the CPU is the 10th generation Intel Core i3/i5/i7/i9, the HDMI port of the motherboard supports 4K@30Hz. 

	WIFI & Bluetooth
	1*Mini PCIE socket (PCIE, USB signal)

	Ethernet
	1*1000Mbps Realtek 8111H LAN Interface; Option MotorcommYT6801  Megabits interfaces. It cannot be changed to the dual network and POE.
Support Wake-on-LAN and PXE function.

	HD Audio
	Integrated Realtek ALC897 HD Audio chip; 

1*Line_out interface, 1*Mic-in interface.

	USB Quantity
	1*LAN: 6USB (3*USB3.2, 3*USB2.0);    

	Serial Port (COM)
	The COM2 port of the motherboard and the TTL of the daughter card share the same signal, and it is a two-choice-one situation. There is no need to change the hardware.  

	OPS Interface
	80-Pin OPS Interface

	CMOS Battery
	CR2032 3V battery (Detachable)

	Built-in Pins/Slots
	1*CLR_CMOS,2*FAN, GPIO pin, etc.

	Watch Dog
	Watchdog programming; Support hardware reset function (256 levels, 0~255 seconds).

	AMI BIOS
	Support power on,timing switch,remote switch,intelligently identify devices. 

Option Secure Boot; 

Option Trusted Platform Module (TPM) version 2.0; 

Option customized boot logo in OS.

	Operating Environment
	Operating temperature: -10℃~60℃; 

Storage Temperature: -20℃~70℃;

Working humidity: 5%~95% Relative humidity, no condensation;

Vibration during operation: 0.5g rms/5-500Hz/random/operating.

	Operating System
	Compatible with Windows 11, 10, Linux, etc.

	OEM
	Front / Rear IO shield (Customize interfaces according to customer needs).

	Standard Warranty
	12 months


Notice: 

All product specifications are subject to change without notice.

The 80-pin OPS slot doesn't support hot-swapping.If you hot-swap,it is easy to burn out the motherboard's CPU. 

By default,OPS expansion card is not configured. If necessary, please purchase at an additional price.
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